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Compliance Statement:

Product Description:

Panel Material/Standards:

Panel Dimension(s):

Roof Panel Clips:

Roof Clip Fastener:

Substrate Description:

Design Uplift Pressures:

FL# 9860.1 R4

Force Engineering & Testing Inc.
19530 Ramblewood Drive

Humble,TX 77338

The product as described in this report has demonstrated compliance with the

Florida Building Code 2014, Sections 1504.3.2, 1518.9, 1523.6.5.2.4.

Sentrigard ML 200,2" Mechanical Lock Standing Seam Roof Panel, 24 Ga. Steel,

18 7/8" Wide, Roof Panel restrained with steel slider clips into min. 22 Ga. steel

decking. Non-structural Application.

Material: 24 Ga. Steel, ASTM A792 unpainted or painted with Valspar Fluropon

or ASTM A653 G90 conforming to Florida Building Code 2014 Section 1507.4.3.

Yield Strength: Min. 50.0 ksi

Corrosion Resistance: Panel Material shall comply with Florida Building Code

2014, Section 1507.4.3

Thickness:

Width:

Rib Height:

Panel Seam:

0.024"

18 7/8" max coverage
T'

180'Seam, Double Lock w/ mechanical seamer

Product Name: 2OOOSNS, Sliding Clip Assembly

Type: Two Piece Slider

Top: 22 Ga. Galvanized Steel

Base: 16 Ga. Galvanized Steel

Corrosion Resistance: Per Florida Building Code 2014 Section 1506.7

(2) #14-13 Dek Fast per clip

%" minimum penetration through steel deck

Corrosion Resistance: Per Florida Building Code 2014, Section 1506.6, 1517.6

Min. 22 Ga. steel deck, Min. Fy = 33 ksi. Design of steel deck and steel deck

supports are outside the scope of this evaluation. Substrate must be designed in

accordance w/ Florida Building Code 2014.

Table "A"

Maximum Total Uplift Design Pressure:

Clip Spacing:

# Fasteners per Clip:

*Design Pressure includes a Safety Factor = 2.0.

54.3 psf

36" O.C.

2

153.5 psf

6" O.C.

2
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